Home Inspection Report

123 Main Street , Sullivan County Catskills , NY 12345

Inspection Date:
Wednesday February 28, 2018

Prepared For:
Happy Homeowner

Prepared By:
CHB Inspections
67 South Hill Road
Grahamsville, NY 12740
845-798-2100
chb@hvc.rr.com

Report Number:
2018

Inspector:
Matt Costa

License/Certification #:
NY--16000067140

Inspector Signature:

123 Main Street , Sullivan County Catskills , NY 12345 Page 2

Report Summary
Items Not Operating
-The water service was off at the time of the inspection.
-Inspection was limited due to power being off at the time of the inspection.

Major Concerns/Repairs
- Deck is in poor condition recommend replacing.
-Wood rot is present on support columns. It is recommended that they be repaired or replaced as necessary.
- Window has cracked glass, recommend that it be repaired/replaced .
-There was a dark staining on the walls and ceiling which could potentially be microbial growth and or a mold like
substance. Recommend evaluation by a licensed mold Assessor and you follow any recommendations they may
have.
-Water heater is in poor condition, recommend replacing.
-It was observed that the f urnace was in poor condition . It is recommended that it be repaired or replaced as
necessary by a qualified contractor.
- The f oundation wall(s) had some movement, recommend further evaluation by a qualified contractor or licensed
engineer and proceed as directed.
- Windows have cracked glass, recommend that they be repaired/replaced .

Potential Safety Hazards
-Handrail missing on stairwell , potential safety issue. Recommend installing handrail.
- As per NYS law , smoke detectors are required in all bedrooms.
- No Carbon Monoxide detector visible, Recommend one be installed.
-Flue piping is deteriorated and rusting. This can potentially lead to carbon monoxide presence in the home which
can be a safety hazard. It is recommended that it be repaired or replaced as necessary.
- Open junction boxes/missing cover plates, recommend repair .
-GFCI Outlets are an important safety feature in any home. For enhanced safety it is recommended that they be
installed in the appropriate locations and within 6 feet of a water source.

Recommended Repairs/Deferred Cost Items
-Sheds are in poor condition, recommend removal.
- Fascia has some damage. It is recommended that it be repaired or replaced as necessary.
-S offit is damaged/rotted . It is recommended that it be repaired or replaced as necessary.
-Fireplace damper is missing, recommend repair.
Fuel tank is rusted, recommend replacing.
-Crawlspace i nsulation was damaged/missing. It is recommended that it be repaired and or replaced as necessary.
- Service oil burners annually
- Clean chimney annually for safety

Improvement Items
-Excessive moisture from showers or baths can be detrimental to the building components. It is recommended that
an exhaust fan be installed.
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Report Summary
Improvement Items
-Breakers in panel are not labeled as to what they control. This can be a safety issue in an emergency situation. It
is recommended that they be properly labeled.
-Vapor barriers exist to help lessen the impact of ground moisture on a building. It is recommended that a proper
vapor barrier be installed on the dirt floor.
-Proper ventilation of the crawlspace is an important tool in limiting moisture penetration and damage. It is
recommended that the ventilation be incresaed.
- Recommend installing screened weather cap on chimney
-Upgrade Windows to a more energy efficient design.

Items To Maintain/Monitor
-Regular painting/staining maintenance is recommended.
-Regular caulking maintenance is recommended.
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Grounds
Driveway/Parking
Material

X Asphalt

Condition

X Marginal

Comments

- Driveway was useable but settled/damaged in areas. It is recommended that those areas be
repaired as needed.

Photos

Service Walks
X None
Stoops/Steps
Material

X Wood

Condition

X Poor

Comments

- Rear steps are in poor condition and no longer in use. Recommend that they be removed.

Photos

Deck/Balcony
Material

X Wood

Condition

X Poor

Finish

X Treated

Comments

- Deck is in poor condition recommend replacing.

Photos
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Grounds

Landscaping affecting foundation
Negative Grade X East X Trim back trees/shrubberies
Comments

- Recommend maintaining a positive drainage slope away from the foundation to help prevent
possible damage and or moisture penetration into the foundation.
-Trees and or shrubs become overgrown and may potentially cause damage to a building, it is
recommended that you trim them away from the building.
-Sheds are in poor condition, recommend removal.
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Exterior
Gutters/Scuppers/Eavestrough
Condition

X Marginal

Material

X Vinyl/Plastic

Leaking

X No apparent leaks

Attachment

X Loose

Extension(s) Recommended
Comments

X Yes

- Gutters had some damage, recommend repairing/replacing damaged sections in order to maintain
proper drainage.

Siding
Material

X Vinyl

Condition

X Acceptable

Comments

Siding was showing some wear, but still in functional condition. Typical ongoing maintenance may
be required.

Trim
Material

X Wood

Condition

X Marginal

Comments

- The exterior trim was noted to have some deterioration. It is recommend that the damaged sections
be repaired /replaced as necessary.

Soffit
Material

X Wood

Condition

X Poor

Comments

-S offit is damaged/rotted . It is recommended that it be repaired or replaced as necessary.

Photos

Damaged wood
Fascia
Material

X Wood

Condition

X Marginal

Comments

- Fascia has some damage. It is recommended that it be repaired or replaced as necessary.

Photos
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Exterior

Damaged wood
Flashing
Material

Other: Missing

Condition

X Poor

Comments

- Drip edge flashing at eaves is not installed, recommend repair .

Photos

Missing Drip edge
Caulking
Condition

X Marginal

Comments

-Caulking is an important part of a homes defense against moisture and pest intrusion. It is
recommended that all areas of caulking be maintained regularly.

Windows/Screens
Condition

X Wood rot

Material

X Wood

Screens

X Torn X Bent X Not installed

Comments

-Damaged wood present on the sills - recommend repair
-Broken/cracked glass was noted on windows. It is recommended that they be repaired or replaced
as necessary.

Photos
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Exterior

Damaged wood
Service Entry
Location

X Overhead

Condition

X Marginal

Exterior receptacles X Yes
Comments

- Entry service cable is frayed , Recommend repair by qualified contractor.

Photos

Building(s) Exterior Wall Construction
Type

X Framed

Condition

X Not Visible

Comments

-A b uilding's framing structure is typically not visible due to siding and unable to be evaluated
visually.

Exterior Doors
Satisfactory X Marginal
Main Entrance Weatherstripping:
Satisfactory
Marginal X Poor
Comments

Poor

Missing

Replace Door condition:

-Door does not latch closed, recommend repair.
-Storm door is damaged, recommend repair.

Photos
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Exterior
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Roof
Description
Comments

Often roofs are not accessible for safety or other reasons. These may include; the roof is wet, frost or snow
covered, or the roof is too steep or too high. Inspections that do not involve walking on the roof surface are
not as reliable as those that are performed by other methods and there are limitations to the inspection. Only
Visible/Accessible areas of chimneys, flues and caps can be inspected and reported on. The approximate
remaining life of the roof covering can be affected by many factors such as weather conditions, etc. In our
opinion its a wild guess to tell someone how much longer their cover may last nor can we tell you exactly how
old a roof is without proper installation documentation. What I will do is tell you it's current condition and my
opinion on replacement or repair needs. Clients are advised to consult a roofing expert for a professional
opinion if they are concerned about these limitations.

General
Visibility

X All

Inspected From X Roof
Inspection was conducted by physically walking the roof in all areas deemed safe to do so by the
inspector.
Style of Roof
Type

X Gable

Pitch

X Steep

Roof #1

Type: Asphalt/Fiberglass architectural shingles
Layers: 1+ Layers

Flashing
Material

X Galv/Alum

Condition

X Acceptable

Comments

Flashing appears to be in adequate condition with no major defects.

Condition of Roof Coverings
Roof #1

X Marginal X Moss buildup

Comments

- Recommend cleaning moss and mold off of the roof.
-Several cap shingles are deteriorated, recommend repair.

Photos

Moss on roof

Deterioated cap shingles

Plumbing Vents
Condition

X Acceptable
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Roof
Plumbing Vents cont.
Comments

Plumbing vents are present and appear to be in satisfactory condition
-It is recommended if and when you update your roof covering that you have your roofing contractor
install new weather resistant boots around any vents that exist.

Chimney(s)
Description

The chimney inspection shall include examination of readily accessible and visible portions of
solid-fuel-burning, low-heat fireplaces and chimneys. The inspection is not all inclusive or technically
exhaustive. The goal of this inspection is to provide observations which may lead to the decrease of the
hazards associated with fireplaces and chimneys. CHB Inspections does not certify that fireplaces or
chimneys are safe to use. I highly recommend a level 2 chimney inspection by a qualified chimney sweep. A
level 2 inspection includes a video camera to examine the interior portions of the flue which will check for
cracks or damage to the joints in
the chimney's structure.

Location(s)

Middle of Roof

Viewed From

X Roof

Rain Cap/Spark Arrestor X Recommended
Chase

X Stone X Metal

Flue

X Tile X Metal

Evidence of

X No apparent defects

Condition

X Acceptable

Comments

-A screened weather cap is essential to limiting rain/snow and animals from entering the chimney
flue. It is recommended that you install a proper rain cap/spark arrestor .

Photos

Missing cap

Screened cap recommended
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Kitchen
Description
Description

Inspection of Kitchens typically includes (limited) operation and visual inspection of the following:
range/cooktop (basic functions, anti-tip); range hood (fan, lights, type); dishwasher and permanently installed
microwaves. For Your Information: Due to the unpredictable and latent nature of appliance problems, no
warranty can be provided that appliances will not develop problems after the inspection. An inspection does
not include the identification of, or research for, appliances and other items that may have been recalled or
have had a consumer safety alert issued about it. Product recalls and consumer product safety alerts are
added almost daily by the Consumer Product Safety Commission. I recommend visiting the following Internet
site if recalls are a concern to you: http://www.cpsc.gov

Countertops
Condition

X Marginal

Comments

-The kitchen countertops have damage present. In is recommended that they be repaired or replaced
has necessary.

Cabinets
Condition

X Marginal

Comments

Kitchen c abinet doors are damaged, recommend repair .

Window(s)
Condition

X Acceptable

Comments

- Windows/Screens that are accessible were noted to have no significant visual defects. Typical
ongoing maintenance may be required.

Plumbing
Faucet Leaks X Unknown
Pipes leak/corroded X Unknown
X Acceptable

Sink/Faucet

Functional drainage X Acceptable
Functional flow X Unknown
Comments

-The water service was off at the time of the inspection. This severely limits the ability to assess the
condition of the plumbing system. All comments on plumbing fixtures pertain to the visible
condition only not the functionality of the components.

Walls & Ceiling
Condition

X Acceptable

Comments

-Cracks in drywall and plaster are a very common occurrence. They occur over time when there is
stress or typical minute amount of settlement of the home. The majority of the time they are
considered cosmetic and can be repaired when repainting.

Heating/Cooling Source
X Yes
Floor
Condition

X Acceptable

Comments

Floor covering appears to be in satisfactory condition

Appliances
Oven

X N/A

Range

X N/A

Dishwasher

X Not tested

This confidential report is prepared exclusively for Happy Homeowner
©2018 CHB Inspections

123 Main Street , Sullivan County Catskills , NY 12345 Page 13

Kitchen
Appliances cont.
Refrigerator

X N/A

Microwave

X N/A

Receptacles present X Yes
Comments

-GFCI Outlets are an important safety feature in any home. For enhanced safety it is recommended
that they be installed in the appropriate locations and within 6 feet of a water source.

Photos
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Bathrooms
Bath
Location

First floor bath

Toilet

Operable:

X Yes

No

Satisfactory X Marginal
Shower/Tub area X Fiberglass Condition:
Caulk/Grouting needed: X Yes
No
Where: Normal caulking maintenance recommended
Drainage

X Unknown

Water flow

X Unknown

Poor

Rotted floors

Moisture stains present X No
Doors

X Marginal

Receptacles present X Yes
GFCI

X No

Open ground/Reverse polarity X No
Exhaust fan

X No

Comments

- Toilet is cracked, recommend replacing.
-Excessive moisture from showers or baths can be detrimental to the building components. It is
recommended that an exhaust fan be installed.
-GFCI Outlets are an important safety feature in any home. For enhanced safety it is recommended
that they be installed in the appropriate locations and within 6 feet of a water source.

Photos

Bath (2)
Location

Second floor bath

Toilet

Operable:

X Yes

No

Satisfactory X Marginal
Shower/Tub area X Fiberglass Condition:
Caulk/Grouting needed: X Yes
No
Where: Normal caulking maintenance recommended
Drainage

X Unknown

Water flow

X Unknown

Poor

Rotted floors

Moisture stains present X No
Doors

X Marginal

Receptacles present X Yes
GFCI

X No
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Bathrooms
Bath (2) cont.
Open ground/Reverse polarity X No
Exhaust fan

X No

Comments

- Toilet is cracked, recommend replacing.
-Excessive moisture from showers or baths can be detrimental to the building components. It is
recommended that an exhaust fan be installed.
-GFCI Outlets are an important safety feature in any home. For enhanced safety it is recommended
that they be installed in the appropriate locations and within 6 feet of a water source.

Photos

This confidential report is prepared exclusively for Happy Homeowner
©2018 CHB Inspections

123 Main Street , Sullivan County Catskills , NY 12345 Page 16

Rooms
Description
Comments

The inspector is performing a visual inspection and will report visible damage, and moisture problems if
visible. A representative number of doors and windows will also be investigated for damage and normal
operation if not blocked. Although excluded from inspection requirements, we will inform you of obvious
broken gas seals in windows. Please realize that they are not always visible, due to temperature, humidity,
window coverings, light source, etc. Personal items in the structure may prevent the inspector from viewing
all areas. All exposed walls, doors, windows, ceilings and floors will be inspected if clutter does not hinder our
view. I highly recommend taking another look once personal belongings are removed or have a re-inspection.

Bedroom
Location

Second floor

Type

BEDROOM

Walls & Ceiling X Damage
Moisture stains X No
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

X Yes

No

Operable

No

Operable

Heating source present X Yes
Bedroom Egress restricted X No
Doors

X Acceptable

Windows

X Acceptable

Comments

-Ceiling is damaged, recommend repair.
- No smoke detector is visible, recommend one be installed.

Photos

Damaged ceiling
Bedroom
Location

First floor

Type

BEDROOM

Walls & Ceiling X Damage
Moisture stains X Yes
Where: Ceiling
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

X Yes

Heating source present X Yes
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Rooms
Bedroom cont.
Bedroom Egress restricted X No
Doors

X Acceptable

Windows

X Acceptable

Comments

-Walls are damaged, recommend repair.
-There was a dark staining on the drywall which could potentially be microbial growth and or a mold
like substance. Recommend evaluation by a licensed mold Assessor and you follow any
recommendations they may have.
- No smoke detector is visible, recommend one be installed.

Photos

Damaged ceiling, microbial
growth
Office/storage
Location

First floor

Type

Office

Walls & Ceiling X Acceptable
Moisture stains X No
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

X Yes

No

Operable

Heating source present X Yes
Bedroom Egress restricted X N/A
Doors

X None

Windows

X Acceptable

Comments

No significant defects were noted in the room.

Photos
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Rooms

Bedroom
Location

First floor

Type

BEDROOM

Walls & Ceiling X Damage
Moisture stains X Yes
Where: Ceiling
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

X Yes

No

Operable

Heating source present X Yes
Bedroom Egress restricted X No
Doors

X Acceptable

Windows

X Acceptable

Comments

-Ceiling is damaged, recommend repair.
- No smoke detector is visible, recommend one be installed.

Photos

Damaged ceiling
Dining Room
Location

First floor

Type

DINING ROOM

Walls & Ceiling X Acceptable
Moisture stains X No
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Rooms
Dining Room cont.
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

X Yes

No

Operable

X Yes

No

Operable

Heating source present X Yes
Bedroom Egress restricted X N/A
Doors

X None

Windows

X Acceptable

Comments

No significant defects were noted in the room.

Photos

Living Room
Location

First floor

Type

LIVING ROOM

Walls & Ceiling X Acceptable
Moisture stains X No
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

Heating source present X Yes
Bedroom Egress restricted X No
Doors

X Acceptable

Windows

X Acceptable

Comments

-There was a dark staining on the walls and ceiling which could potentially be microbial growth and
or a mold like substance. Recommend evaluation by a licensed mold Assessor and you follow any
recommendations they may have.

Photos
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Rooms

Microbial growth

Microbial growth

Loft
Location

Second floor

Type

LOFT

Walls & Ceiling X Acceptable
Moisture stains X No
Floor

X Acceptable

Electrical

Switches:

X Yes

No

Operable Receptacles:

X Yes X No X Operable

Heating source present X Not Visible
Bedroom Egress restricted X N/A
Doors

X None

Windows

X Acceptable

Comments

-There was a dark staining on the walls and ceiling which could potentially be microbial growth and
or a mold like substance. Recommend evaluation by a licensed mold Assessor and you follow any
recommendations they may have.

Photos
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Interior
Fireplace
Location(s)

Living room

Type

X Wood

Material

X Metal (pre-fabricated)

Miscellaneous Damper operable:

Yes X No

Damper modified for gas operation X N/A
Hearth extension adequate X Yes
Mantel

X Secure

Physical condition X Marginal
Comments

-Fireplace damper is missing, recommend repair.

Photos

Missing damper
Stairs/Steps/Balconies
Condition

X Acceptable

Handrail

X Hand Rail/Railing/Balusters recommended

Risers/Treads X Acceptable
Comments

-Handrail missing on stairwell , potential safety issue. Recommend installing handrail.

Photos

Missing handrail
Smoke/Carbon Monoxide detectors
Smoke Detector X Not Visible

Operable:

Yes

No

Not tested X Recommend additional

This confidential report is prepared exclusively for Happy Homeowner
©2018 CHB Inspections

123 Main Street , Sullivan County Catskills , NY 12345 Page 22

Interior
Smoke/Carbon Monoxide detectors cont.
CO Detector

X Not Visible

Operable:

Yes

No

Not tested X Recommend additional

Comments

- As per NYS law , smoke detectors are required in all bedrooms.
- No Carbon Monoxide detector visible, Recommend one be installed.
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Plumbing
Description
It is important to stress that unforeseen leaks can occur at any time, especially if the home is vacant for a
period of time, and no warranty can be provided that leaks will not develop after inspection. Because of
minerals and other contaminants found in the water, the replacement of the sacrificial anode every 3-5 years
to help maintain and possibly extend
the life of the water heater is recommended. If a Septic System is on the property, pumping is generally
recommended prior to purchase, and then every three years.
Water service
Main shut-off location Outside at curbside
Water entry piping X Not Visible
Lead other than solder joints X Unknown
Visible water distribution piping X Copper
Condition

X Unknown

Flow

X Unknown

Pipes Supply/Drain X Unknown
Drain/Waste/Vent pipe X PVC
Condition

X Unknown

Support/Insulation Type: Metal strapping
No insulation
Traps proper P-Type X P-traps recommended
Drainage

X Unknown

Interior fuel storage system X Yes
Fuel line

X Copper

Condition

X Marginal

Comments

-The water service was off at the time of the inspection. This severely limits the ability to assess the
condition of the plumbing system. All comments on plumbing fixtures pertain to the visible
condition only, not the functionality of the components. It is recommended that you obtain
confirmation of proper operation of plumbing supply and drain pipes and or a pressure test of the
system prior to use.
-Older "S" traps can, under the right conditions have the water drawn out of them when draining.
This can allow sewer gases to enter the home which in addition to being unpleasant, are potentially
dangerous. It is recommended that they be replaced with modern "P" traps.

Photos
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Plumbing
Main fuel shut-off location
Location

On the rear exterior wall

Comments

-Fuel tanks are rusted, recommend replacing.

Photos

Rusted fuel tank

Rusted fuel tank

Water heater #1
Type

X Electric

Combustion air venting present X N/A
Seismic restraints needed X N/A
Relief valve

X No Extension proper:

Yes

No X Missing

Recommend repair

Vent pipe

X N/A

Condition

X Poor

Comments

-Water heater is in poor condition, recommend replacing.

Improper material

Photos

Water heater
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Heating System
Description
The HVAC system may be powered by electricity, natural gas, oil, propane, solar panels, or wood. Certain
areas of the heat exchanger are not visible without invasive dismantling of components, if this is a concern, a
qualified heating specialist should be contacted. There is no warranty in any way on any inspected
component including furnace heat exchangers, which can crack at any time without warning; boilers which
are functioning at the time of the inspection may develop leaks or fail without warning. Electronic components
of heating systems, especially computer mother-boards, can fail at any time and without warning; regular
maintenance of the boiler or furnace and cleaning of the heating ducts is highly recommended and will help
reduce the risk but cannot prevent failure. The inspector will usually test the heating and air conditioner using
the thermostat or other controls. For a more thorough investigation of the system please contact a qualified
HVAC service person.
Furnace
Energy source X Oil
Warm air system X Central system
Heat exchanger X Not Visible
Combustion air venting present X Yes
Controls

X Normal operating and safety controls observed

Distribution

X Metal duct

Flue piping

X Rusted X Recommend repair/replace

Filter

X Missing

When turned on by thermostat X Did not fire Proper operation:
Heat pump

Yes X No

Not tested

X N/A

System not operated due to X N/A
Comments

-Flue piping is deteriorated and rusting. This can potentially lead to carbon monoxide presence in
the home which can be a safety hazard. It is recommended that it be repaired or replaced as
necessary.
-It was observed that the f urnace was in poor condition . It is recommended that it be repaired or
replaced as necessary by a qualified contractor.

Photos

Rusted flue
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Electric System
Description
Due to limitations of time and scope, branch circuit load analysis and breaker-outlet tracing is not part of a
home inspection. Recommend testing smoke and/or carbon monoxide detectors on a monthly basis to
ensure operation of units. It is Important to replace smoke detectors by the expiration dates (average smoke
detector life span is about 10yrs). Some bathrooms may have what appear to be non-GFCI outlets but are
actually protected by a GFCI outlet in a remote area (garage, another bath, etc.). Any home that has a
Bulldog Pushmatic, Zinsco, Sylvania Zinsco or Federal Pacific Stab-Loc Electric panel should have it
evaluated by a licensed electrician, as these older types of panels and breakers have been known to
overheat, breakers not trip when overloaded, and in some cases have caused house fires.
Main panel
Location

Kitchen

Condition

X Acceptable

Adequate Clearance to Panel X No
Amperage/Voltage X 100a X 120v/240v
Breakers/Fuses X Breakers
Appears grounded X Yes
GFCI breaker X No
AFCI breaker

X No

Main wire

X Aluminum Condition:

Branch wire

X Copper

X Satisfactory

Marginal

Poor

Branch wire condition X Acceptable
Comments

- Open junction boxes/missing cover plates, recommend repair .
-GFCI Outlets are an important safety feature in any home. For enhanced safety it is recommended
that they be installed in the appropriate locations and within 6 feet of a water source.
-Breakers in panel are not labeled as to what they control. This can be a safety issue in an
emergency situation. It is recommended that they be properly labeled.
-Inspection was limited due to power being off at the time of the inspection. Any comments are
limited to visible portions of the system and not it's functionality.
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Crawl Space
Crawl space
X Full crawlspace

Crawlspaces are sometimes partially or completel
y inaccessible due to the size of the opening, i
t being a confined space or other restrictions s
uch as standing water. Every effort to inspect t
he area is made including the use of advanced te
chnologies. This however does not guarantee all
portions of the crawlspace including foundation,
piers, beams, floors joists, subfloor and all i
t's components were visible. All comments are li
mited to visible areas.
Conditioned (heated/cooled) X No
Comments

Crawlspace is a full crawlspace under the entire building.

Access
Location

X Exterior X Interior hatch/door

Inspected from X In the crawl space
Foundation
Condition

X Have Repaired

Material

X Concrete block

Horizontal cracks X None Visible
Step cracks

X East X West

Vertical cracks X North X South X East X West
Covered walls X None
Movement apparent X Yes
Indication of moisture X Yes
Comments

- The f oundation wall(s) had some movement, recommend further evaluation by a qualified
contractor or licensed engineer and proceed as directed.

Photos

Cracking

Cracking

Damage
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Crawl Space

Deterioration

Deterioration

Girders/Beams
Material

X Wood

Condition

X Functional

Comments

-Support columns appear to be adequate with no major defects visible.

Columns
Material

X Wood

Condition

X Poor

Comments

-Wood rot is present on support columns. It is recommended that they be repaired or replaced as
necessary.

Photos

Wood Rot

Wood Rot

Joists
Material

X Wood

Condition

X Functional

Comments

-There is a dark staining present on the floor joists which could potentially be a m old like
substance. It is recommended that you have the area evaluated by a Licensed NYS Mold Assessor
and you follow any recommendations they may have.

Subfloor
Condition

X Damaged

Photos
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Crawl Space

Damaged wood
Floor
Material

X Dirt

Condition

X Typical

Drainage
Sump pump

X No

Standing water X Yes
Evidence of moisture damage X No
Comments

Mold like substance present, recommend evaluation by Licensed NYS Mold Assessor and
Remediation by Licensed NYS Mold Remediation contractor.

Insulation
Type

X Fiberglass

Location

X Between floor joists

Comments

-Crawlspace i nsulation was damaged/missing. It is recommended that it be repaired and or replaced
as necessary.

Vapor barrier
Present

X Yes

Material

X Plastic

Condition

X Poor

Comments

-Vapor barriers exist to help lessen the impact of ground moisture on a building. It is recommended
that a proper vapor barrier be installed on the dirt floor.

Ventilation
Location

X Wall vents

Condition

X Additional ventilation recommended

Comments

-Proper ventilation of the crawlspace is an important tool in limiting moisture penetration and
damage. It is recommended that the ventilation be incresaed.
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